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CATERPILLAR’

Marine Power
Systems

C15 ACERT
Specifications

»1-6, 4-Stroke-Cycle-Diesel

»Displacement 14.6 L (890.89 cu in)
»Bore 137.2 mm (5.4 in)
»Stroke 165.1 mm (6.51n)

»Turbocharged Aftercooled

> Electronic Governor
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CATERPILLAR’

Marine Power

Systems
C15 ACERT
Specifications
»Length 1541.3 mm (60.68 in)
»Width 953.6 mm (37.54 in)
»Height 1177.8 mm (46.37 in)

»Weight (Dry) 1464 kg (3226 |b)

Caterpillar Confidential: green

Excellence on Board



CATERPILLAR’

Marine Power
Systems

C15 ACERT
Specifications

»Refill Capacities
»Cooling System 20.8 L (5.5 gal)
»Lube OIl System 49.0 L (12.9 gal)
»Oil Change Interval 250 hours
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CATERPILLAR’

Marine Power
Systems

Cl15 ACERT
Specifications
»Engineering Model E866
»Serial Number Prefix RLA
»Performance Numbers DM7788 (865 mhp)
DM7789 (811 mhp)
»General Dimension 273-6358 (LH)
Drawings 275-5676 (RH)
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